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The text reproduced below was prepared by the expert from the International Organization of Motor Vehicle Manufacturers (OICA) to reintroduce a sentence that was inadvertently deleted out in ECE/TRANS/WP.29/2015/57 adopted at the 166th session of the World Forum for Harmonization of Vehicle Regulations (WP.29). It is submitted to WP.29 and to the Administrative Committee AC.1 for consideration at their March 2016 sessions, subject to the endorsement of the Working Party on Pollution and Energy (GRPE) at its January 2016 session.


Annex 11, 
Appendix 1, paragraph 6.4.1.1., amend to read:
"6.4.1.1.	After vehicle preconditioning according to paragraph 6.2. of this appendix, the test vehicle is driven over a Type I test (Parts One and Two).
	The MI shall be activated at the latest before the end of this test under any of the conditions given in paragraphs 6.4.1.2. to 6.4.1.5. of this appendix. The MI may also be activated during preconditioning. The Technical Service may substitute those conditions with others in accordance with paragraph 6.4.1.6. of this appendix. However, the total number of failures simulated shall not exceed four (4) for the purpose of type approval.
	In the case of testing a bi-fuel gas vehicle, both fuel types shall be used within the maximum of four (4) simulated failures at the discretion of the Type Approval Authority."
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